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Premises

� Falling asleep at the wheel is a cause of very dangerous 
accidents

� Many methods have been investigated to find a practical 
solution for early detection of the onset of sleep to achieve 
safety in private and public transportation systems.

� To detect sleep onset early, continuous monitoring of the 
driver’s physiological state needs to be carried out.

� Electrocardiogram (ECG) carries most of the information 
about physiological status. 



Premises (cont.)

� Sleep is a physiological state characterized by variations in 
the activity of the autonomic nervous system that is reflected 
in heart rate and its variability (HRV).

� The power spectral density (PSD) of heart rate varies with 
the change from wakefulness to sleep.

� The low-to-high frequency ratio is a valid indicator of such 
change because it reflects the balancing action of the 
sympathetic nervous system and parasympathetic nervous 
system  branches of the autonomic nervous system.



Premises (cont.)

� When the activity of the sympathetic nervous system 
increases, the parasympathetic nervous system diminishes 
its activity, causing an acceleration of cardiac rhythm (shorter 
beat intervals).

� Cardiac rhythm deceleration is caused by low activity of the 
sympathetic nervous system and increased parasympathetic 
nervous system activity, producing a deceleration of the 
heart rhythm (longer beat intervals).



Premises (cont.)

The PSD of HRV signal shows that sympathetic activity is 
associated with the low frequency range (0.04–0.15 Hz) while 
parasympathetic activity is associated with the higher 
frequency range (0.15–0.4 Hz).

Because the frequency ranges of sympathetic and 
parasympathetic activity are distinct, it is possible to separate 
the sympathetic and parasympathetic contributions.



Premises (cont.)

The PSD analysis of beat-to-beat HRV provides a useful 
means for understanding when sleep is setting in.

Sleep and wakefulness are directly related to the 
autonomous nervous system. 



Premises (cont.)
� In the awake state, the low-frequency spectral 

component (sympathetic modulation activity) was 
significantly higher and the high-frequency spectral 
components (parasympathetic modulation activity) 
significantly lower.

� Conversely, in the asleep state, the low-frequency 
spectral component (sympathetic modulation activity) 
was significantly lower and the high frequency spectral 
components (parasympathetic modulation activity) 
significantly higher.

� If we consider the balance of low frequency versus high 
frequency in a person’s PSD, it is possible to predict the 
onset of falling asleep.



Premises (cont.)

� A set of experiments demonstrates that, when a person 
tries to resist falling asleep, the LF/HF ratio of PSD 
computed from the HRV signal increases significantly a 
few minutes before becoming significantly lower during 
the sleep stage.

� Like a reaction to falling asleep, it causes high activity of 
the sympathetic system while the parasympathetic 
system decreases its activity.



Premises (cont.)

� Making inferences about physiological status from the HRV 
signal is very difficult because of the high degree of 
variability and the presence of artifacts.

� Softcomputing methods can be very effective for inferring 
in such a context.

� There are several methods for performing predictions with 
artificial neural networks (ANN).



Premises (cont.)

� Mager utilizes Kohonen’s self-organizing map (SOM) to 
provide a method of clustering subjects with similar 
features (Mager, D.E., Merritt, M.M., Kasturi, J., Witkin, L.R., Urdiqui-Macdonald , 
M., Sollers , J.I., Evans, M.K., Zonderman, A.B., Abernethy, D.R., Thayer, J.F.: Kullback–
Leibler Clustering of Continuous Wavelet Transform Measures of Heart Rate Variability. 
Biomed Sci Instrum, vol. 40, pp. 337–342 (2004))

� This method, applied to the problem of detecting oncoming 
sleep early, allows artifacts to be filtered and the variability 
component of noise combined with the primary HRV signal 
to be smoothed. 



Premises (cont.)

� The drawback is that ANNs are very difficult to train 
for HRV of normal subjects who fall asleep at the 
wheel, because it is difficult to detect precisely the 
time when the event happens.

� An alternative approach  uses fuzzy decision logic to 
model the oncoming onset of sleep.

� Such an approach is effective because it allows use 
of the membership function to model data features 
and of a sleep-disease specialist’s ability to interpret 
the PSD LF/HF ratio dynamics as an index of 
oncoming onset of sleep.



System framework

The whole system consists of a signal acquisition and 
preprocessing subsystem, a feature extraction 
subsystem, and a fuzzy-based decision logic module.

System architecture consists of an Analog-to-Digital 
Subsystem (ADS), an ECG preprocessing subsystem, 
an ECG processing subsystem, and a fuzzy logic 
processing engine.



System framework (cont.)
ECG signal acquisition is not a simple task because noise 
and artifacts are very strong.
Good signal acquisition can be assured by a high-quality, 
analog-to-digital subsystem (ADS), specifically designed for 
ECG signals.
The ECG signal is sampled at 500 samples per second 
(SPS) with a depth of 24 bits. 

ECG signal acquired at thorax level (a) and at hand 
level (b).  



System framework (cont.)
A set of signal-processing algorithms was applied to the 
acquired ECG signal to remove noise and artifacts, so that 
the QRS complex can be detected. The ECG is filtered to 
remove 60-Hz noise, baseline fluctuations, and muscle 
noise.

QRS complex and R-R interval

Baseline oscillations are removed using a zero phase fourth-
order, high-pass filter (1-Hz cutoff frequency).



System framework (cont.)
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To compute the HRV signal, the heartbeat needs to be
extracted from the acquired ECG signal. This is bandpass
filtered (centered at 17 Hz), so the QRS complex will be
extracted from the captured ECG signal. To emphasize it,
the following derivative filter is applied:

followed by an eight-order, low-pass Butterword filter
(cutoff frequency at 30 Hz).



System framework (cont.)

∑
−

=

−=
1

0

)(
1

)(
N

i

inx
N

ny

The QRS complex is now ready to be thresholded and
measured for peak-to-peak period (R-R interval). This is
done by squaring the sample values and passing them
through the following moving average filter:



System framework (cont.)
HRV is computed from the R-R intervals. These are 
measured and collected as a series of times. It is an 
irregular interval-time sequence, so it needs to be 
converted into a uniformly sampled time-spaced 
sequence.
PSD distribution is then computed so that measurements 
on the following three frequency bands can be carried 
out:

o very low frequencies (0-0.04 Hz)
o low frequencies (0.04-0.15 Hz)
o high frequencies (0.15-0.5 Hz)

The low-to-high frequency ratio is also computed.



System framework (cont.)
� The fuzzy engine makes epoch-by-epoch (20 or 60 

seconds per epoch) inferences.

� HRV and PSD features are fed to the engine in a fuzzified 
form.



System framework (cont.)

� To fuzzify such features, a set of membership functions 
are derived from the distribution of the crisp values in 
the respective measurement domains.

� A set of rules has been defined and tuned manually to 
achieve the best performance for the decision logic.



System framework (cont.)
� The fuzzy rules looks like this:

if HRV(n) is Low and
LF(n) is Medium Low and
HF(n) is Medium High and
LF/HF is Medium

then the epoch is ONSET_SLEEP
…
if HRV(n) is High and

LF(n) is High and
HF(n) is Low and
LF/HF is High

then the epoch is WAKE
…
if HRV(n) is Low and

LF(n) is Low and
HF(n) is High and
LF/HF is Low

then the epoch is SLEEP

� These three rules are the strongest in determining the 
output for ONSET_SLEEP, WAKE, and SLEEP states.



System framework (cont.)

� There are more variants of these rules are in the rule 
set, each generated during tuning to correct for false 
detections that have occurred due to noise and 
artifacts.

� The output of the fuzzy-logic engine consists of a set of 
singleton membership functions.



System framework (cont.)

�The output of the fuzzy-logic engine consists of a set of 
singleton membership functions.

�The “center of gravity” algorithm is applied to defuzzify 
the final decision:



System framework (cont.)

� An output module counts how many times a short 
epoch (20 seconds) has been classified as 
ONSET_SLEEP and how many long epochs (60 
seconds) are classified  as SLEEP.

� Such counts are used as a feedback (memory) to the 
inference engine, as well as to integrate the epoch-by-
epoch outputs of the fuzzy-logic engine.



Modeling (cont.)
Two sets of experimental tests were carried out.

The first set used ECGs acquired in a clinical context 
(thorax).

The second refers to ECGs  acquired in a field context 
(hands).

The signal at hands level is noisy and less well-defined in 
QRS complex. More rules are added to gain the same 
detection rate as clinically collected data (90% true 
detection).



Modeling

A MATLAB-based application was developed to conduct 
experimental tests. This environment was connected to 
an ECG acquisition board so that bioelectrical signals 
are captured at the thorax or arm level.



Modeling (cont.)

One early detected sleep onset. 

LF/HF

LF/HF



Prototyping

Analog-to-digital acquisition board and cable connector to 
capture EEG signal.



Conclusion

� Early detection of oncoming sleep can be based on the 
capture and processing of an ECG signal from a non-
invasive procedure.

� The HRV signal proves to be a good carrier of information 
related to sleep onset.

� The balance of low to high frequencies of the PSD 
calculated from the HRV signal can be fuzzily processed 
to detect the early signs of falling asleep. 



Conclusion (cont.)

� Improvements in such a detection system can be achieved 
by using an additional non-invasive technique to capture and 
process some other signal, such as breathing rate or arm 
movements.

� Compared to non-HRV measurement-based methods, the 
proposed method has several advantages, mainly that it is 
non-invasive and based on neurological information rather 
than on visual signs (eyes movements) or gestures (head 
movements).



Conclusion (cont.)

� The fuzzy-logic method proves to be the most 
appropriate way to make inferences based on HRV 
information, because its main features are relative 
power reading at different frequencies.

� These features can easily mapped onto membership 
functions and compiled into fuzzy rules by using an 
expert’s knowledge, i.e. that of a physician who is expert 
in sleep disorders.
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